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FANTEC USB 3.2 Gen 2 to SATA ADAPTER =

10G for 3.5/2.5" HDDs/SSDs and 12V 2A power supply - = }

The FANTEC USB 3.2 Gen 2 to SATA adapter allows you to transmit data lightning

fast via the USB 3.2 Gen 2 port with up to 10Gbit/s. The UASP transfer protocol ad-
ditionally provides up to 70% shorter transmission times compares to conventional
enclosured. The additional power for 3.5" HDDs is supplied by the included 12V 2A
power adapter. Due to its fast & easy installation via Plug & Play your HDD will be FTfantec
ready in no time.
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TECHNICAL DETAILS

EQUIPMENT OPERATING SYSTEM DIMENSIONS (PRODUCT)

e We have adapted the technical e Microsoft Windows 10 e 55x40x12 mm (WxD xH)
designation "USB3.1" according to the e Mac0S 10.3 and higher . _
current USB-IF designation e Linux * Net weight ~ 0.030kg per piece
(USB Assotiation): USB3.2 Gen2, according
to USB-IF 10Gbps.

* USB to SATA adapter INCLUDED ACCESSORIES LOGICAL DETAILS

e suitable for 3,5" and 2,5" hard drive : : L
and SSDs e 1XUSB 3.2 Gen 2 cable e Dimensions Retailbox:

e USB3.2Gen2 port e 1x external power supply (125x 90 x 67 mm - W x D x H)

e data transmission of up to 10Gbit/s * user manual

- Dimensions Carton:

* aluminium case (480 x 290 x 405 mm - W x D x H)
Gross weight with Retailbox:

PORTS ~0.195 kg per Retailbox

e 1x SATA
e 1x USB 3.2 Gen 2 port (back side)
e 1x power connection (back side)

Packaging unit:
60 pieces per carton

Total weight carton:
17 kg

Country of Origin:
China
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